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tenance of chlorine residual through the distribu-
tion system) without needing to follow Schedule 
3.  Owners of these systems can disregard this fact 
sheet if: 

•	 they have installed treatment equipment that is 
in compliance with the regulation, and 

•	 all parts of the system and plumbing 
downstream of the equipment are enclosed in a 
building or other protective structure. 

 

What is Point of Entry 
Treatment?
	
POE treatment is water treatment provided by indi-
vidual POE treatment units.  A POE treatment unit 
is defined in O. Reg. 170/03 as equipment that:

•	 is designed to provide primary disinfection or 
primary disinfection combined with other treat-
ment

•	 is installed in a drinking water system at or 
near where water from the system enters a 
building or other structure

•	 is connected to the plumbing associated with 
the building or other structure. 

The most commonly used POE treatment is 
ultraviolet (UV) disinfection. Another disinfection 
process that is appropriate for POE application is 
ozonation although it is much less common since it 
requires on-site generation of ozone for the 
disinfection process. 

For systems that are required to provide filtration 
ahead of disinfection, filtration may be provided:

•	 centrally - before water enters the distribution 
system), or 

•	 by individual filtration equipment installed 
on the plumbing ahead of the disinfection 
equipment in each POE treatment unit. 

Where treatment other than filtration and disinfec-
tion is necessary to ensure that the produced 
drinking water meets the Ontario Drinking Water 
Quality Standards (O. Reg. 169/03), additional treat-
ment may be provided centrally or by individual 
specialized equipment installed on the plumbing 
ahead of the disinfection equipment in each POE 
treatment unit.  

Such specialized treatment equipment that may be 
used as part of the POE treatment unit may include: 

•	 aeration equipment (removal of volatile 
organics)

•	 activated alumina packed columns (removal of 
arsenic, fluoride or uranium)

•	 granular activated carbon filters (removal of 
synthetic organics and volatile organics)

•	 various ion exchange columns (removal of ar-
senic, lead, fluoride, nitrate, radium, uranium)

•	 reverse osmosis units (removal of most chem-
ical contaminants found in water other than 
volatile organics).

For residential systems that choose to use the POE 
treatment option, a POE treatment unit must be 
connected to the plumbing of every building served 
by the system that is:

•	 a part of a “private residence” or a building that 
has a private residence within it served by the 
system, or

•	 a part of a “designated facility” (e.g., school, day 
nursery or health care facility) served by the 
system, or

•	 a part of a “public facility” that serves drinking 
water to the public (e.g., a recreational facility, 
food service establishment, hotel/motel, or a 
building with a public washroom, a drinking 
water fountain, or a shower such as a commun-
ity centre or library).
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Why use Point of Entry 
Treatment?

By using POE treatment for your system as set 
out in O. Reg. 170/03, you do not have to provide 
secondary disinfection. 

POE treatment may be more cost effective than a 
central treatment design when the drinking water 
system serves a small number of residences or 
facilities.  Costs will vary on a case-to-case basis, 
depending on factors specific to the system and the 
chemical/radiological and microbiological charac-
teristics of the available water supply. 

What are the installation 
requirements?

As the owner or operating authority of a drinking 
water system, if you choose to use POE treatment 
for your residential drinking water system, you 
must comply with all of the following installation 
requirements and restrictions:

•	 All POE treatment units must be owned or 
leased by the drinking water system owner as 
the system owner is responsible for the test-
ing of the drinking water and the maintenance 
of the POE treatment units (the system owner 
cannot pass these responsibilities on to the 
individual homeowners).

•	 Every building containing single or multiple pri-
vate residences, and every building or structure 
associated with a public facility or a designated 
facility served by the system, must have a POE 
treatment unit connected to the building’s or 
structure’s internal plumbing (all other buildings 
and structures are not required to have POE 
treatment units installed).  

•	 Each POE treatment unit must have an automatic 
shut-off interrupting the flow of water to users 
should the equipment malfunction, lose power, or 
cease to provide the appropriate level of disinfec-
tion. Should this occur, the person responsible for 
carrying out adjustments to the treatment equip-
ment must take appropriate action at the location 
where the equipment is installed before water is 
again directed to the users.

•	 None of the POE treatment units may use    
chlorination or chloramination.

•	 Notice is provided to the occupants of a prop-
erty where a POE treatment unit is located 
whenever the owner or operating authority 
requires permission to enter the property.

When and how are drinking 
water system users to be 
notified?
 
As the owner of a residential drinking water sys-
tem that uses POE treatment, you must provide 
the occupants of every private residence and the 
operators of every designated facility and public 
facility served by the drinking water system with 
a description of the location and appearance of 
the POE treatment unit located in their residence 
or facility, sufficient to enable them to identify the 
unit. You must also inform them that:

•	 the water supplied to the private residence, 
designated facility or public facility, is treated 
by equipment known as a POE treatment unit, 
the purpose of which is to ensure the safety of 
the water

•	 the POE treatment unit is owned or leased by 
the owner of the drinking water system and 
does not belong to the owner or occupants of 
the property where the unit is installed

•	 no person should damage or tamper with the 
POE treatment unit

•	 the POE treatment unit has an automatic 
shut-off to ensure that no water is directed to 
users of the water treated by the equipment 
should the equipment malfunction, lose power 
or cease to provide the appropriate level of 
disinfection

•	 the owner or operating  authority of the system 
will from time to time require access to the 
property where the POE treatment unit is in-
stalled to sample water and maintain the unit

•	 the owner or operating  authority of the system 
should be contacted if the water supply is 
interrupted, if there is reason to believe that 
the POE treatment unit requires repairs, or if 
there are any questions about the POE treat-
ment unit

•	 the owner or operating  authority of the system 
can be reached at the contact information 
specified which must be provided.
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Point of Entry Treatment unit 
maintenance checks

For small municipal residential systems using 
POE treatment, as the system owner or operator, 
you must ensure that each POE treatment unit is 
checked at least once every 12 months to confirm 
the unit is functioning properly.  You must also 
ensure that a record is made of the date and time of 
every check performed, along with the name of the 
person who performed the check and the results of 
the check.

For all other systems using POE treatment, you 
must:

•	 Ensure that the POE treatment units are 
checked as set out in the maintenance schedule 
included in the Engineering Evaluation Report 
for your system (you are required to have the 
Engineering Evaluation Report prepared by a 
Professional Engineer within 30 days after the 
installation of all the POE treatment equipment 
is installed).

•	 Ensure that a record is made of the date and 
time of every maintenance related action taken. 

•	 Ensure that the name of the person who took 
the action and the results of the action are 
recorded.

Taking distribution samples for 
microbiological testing when 
using Point of Entry Treatment

Distribution samples (drinking water taken from 
distribution or plumbing fixtures such as taps) for 
the required microbiological testing when using 
POE treatment must be taken from plumbing 
fixtures downstream of the POE treatment must be 
taken from locations in plumbing downstream of 
the POE treatment units, as detailed in the chart 
below.

Samples must be taken on a rotating basis 
downstream from each POE treatment unit, so that 
once a sample is taken from a particular location, 
subsequent samples are taken before returning to 
a location that has already been sampled. Samples 
must be collected from each location at least once 
every 24 months.

The frequencies outlined above are set in the 
regulation as minimum requirements only.   If you, 
as the owner or operating authority have reason to 
believe that testing should occur more frequently 
due to external reasons (e.g., work has recently 
been done on the infrastructure or an unusual 
odour/color change) you may do so. 

Microbiological Testing Requirements

 System  Frequency
Small municipal 
residential

•	 Raw water: at least one sample per month from each well (groundwater 
or deemed GUDI systems only)

•	 Distribution sampling: at least one sample every two weeks if the 
system provides treatment equipment in accordance with Schedule 1 or 
2 of O.Reg.170/03.

Non-municipal year-
round residential

•	 Raw water: at least one sample per month from each well (ground-
water or deemed GUDI systems only)

•	 Distribution sampling: at least one sample every two weeks if the 
system provides treatment equipment in accordance with Schedule 1 or 
2 of O.Reg.170/03.

Non-municipal seasonal 
residential serving a 
designated facility

•	 Raw water: at least one sample per month from each well (ground-
water or deemed GUDI systems only) 

•	 Distribution sampling: at least one sample per month if the system 
provides treatment equipment in accordance with Schedule 1 or 2 of 
O.Reg.170/03.




